Habersham Metal Products Company - HMMA 862 /866 Commercial Security Hollow Metal - Windstorm - Tech Data Sheet

FEMA Hurricane ICC 500 Listing +/- 40 psf (64 mph Impact)

(Multi-Light Window Pair with Sidelights

Commercial Security
Window Frame with
Security Glazing Options

Commercial Security
Window Frame with

Commercial Security Door with Exit Hardware
and Magnetic Hold-Down Electric Release
Hardware Connected to Fire Alarm Optional

Commercial Security
Side-Light Frame with
Security Glazing Options

Security Glazing Options
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Windstorm Rating Florida Approval Number FL 14347-R2 +/- 70 psf

(Single Point Locks Latches and Exit Hardware)

(Single Swing and Pair Swing Configurations) - (Sidelight Configurations Available)

Single Point Locks and Latches ——
per Windstorm Listing
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Windstorm Rating Florida Approval Number FL 15843-R2 +/- 104 psf

(Glazed Door with Two Point Exit Hardware)

(Single Swing and Pair Swing Configurations)

Commercial Security
Security Glazing Options

Two Point Windstorm Rated Exit ——
Hardware Sargent HC/FM 8700

Commercial Security

Security Glazing Options

;

NARRATIVE

The need for protection of students and faculty from violent attack while they are attending schools is evident and urgent.
Because of its many years of experience in manufacturing of doors, frames, windows, and wall panel and ceiling systems
for detention and commercial security applications, Habersham has the design and manufacturing capability to provide
products for school security solutions. Examples of these are security entrance vestibules, exterior windows, and utility
side entrances, all of which can help prevent catastrophic damage and loss of life.

Habersham meets the tried and true ASTM and UL test standards that apply to detention and commercial security
products, and these standards have excellent application for school security. We have a product mix that addresses the
various potential threats such as, bullet resistance up through assault rifle attack; blast resistance for a variety types of
blast attacks, and forced entry resistance up through 60 minute break-in and battering type attacks, all having fire
protection capabilities as needed. We can draw from these capabilities in order to develop designs that specifically
address school security applications taking into consideration the best economy and value.

ASTM (American Society for Testing and Materials) www.astm.com
ASTM F 1450-05 - Security Hollow Metal Swinging Door Assemblies
ASTM F 1592-05 - Security Hollow Metal Vision Systems

NAAMM/HMMA - (National Association of Architectural Metals Manufacturers / Hollow Metal Manufacturers Association)
Www.ndamm.org

HMMA 862-03 - Guide Specifications for Commercial Security Hollow Metal Doors and Frames

BULLET PENETRATION
When specified by the contract documents, test door assemblies for bullet penetration resistance in accordance with
Level 1- 3, 4, 5, 7, and 8 UL-752 (UL listing file BP4470).
Bullet Resistant Standards - UL (Underwriters Laboratories) www.ul.com

—— Weather stripping available
for Windstorm Rating
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Model UL 752 Level Description

BR-38 Level 1 9mm full metal jacket with lead core.

BR-357 Level 2 .357 Magnum jacketed lead soft point.

BR-44 Level 3 .44 Magnum lead semi-wadcutter gas checked.

BR-3006 Level 4 .30 Caliber rifle lead core soft point.

BR-762 Level 5 7.62mm Rifle lead core full metal copper jacket, military ball.

BR-556 Level 7 5.56mm Rifle full metal jacket with lead core.

BR-762A Level 8 7.62mm Rifle lead core full metal copper jacket, military ball. (Multiple hits)
IMPACT TESTING

Impact testing under this section is performed using the methods and testing equipment described in ASTM F 1450
for hard body impacting and ASTM F 1592 for all vision system impact testing. Hardware must be of equal rating.
FORCED ENTRY ATTACK TEST
Door and frame and/or window assemblies tested in accordance with SD-STD-01.01, Revision G, Certification
Standard for Forced Entry and Ballistic Resistance of Structural Systems. Use Table 1 for pass/fail criteria
BLAST RESISTANCE
Blast resistance up to 6 psi static. 20 psi short duration less than 100 psi.msec impulse.
FIRE RATINGS
Fire ratings up to 3 Hour in accordance with UL9, UL 10c, NFPA 80. (UL listing Files R3904 R4446 R15281)
THERMAL RATINGS (Door Panel Average Center Construction)

Option #1 - R-Value 1.786 (degF hr sqft) / Btu U-Factor 0.560 Btu / (degF hr sqft)
Option #2 - R-Value 2.077 (degF hr sqft) / Btu U-Factor 0.482 Btu / (degF hr sqft)
Option #3 - R-Value 2.580 (degF hr sqft) / Btu U-Factor 0.388 Btu / (degF hr sqft)

WINDSTORM RATINGS (Door and Frame Window Frame Sidelight Door and Frame)
Door and Frame - +/104 psf (+/- 291 psf Static Pressure) ASTM E330, ASTM E1886/ E1996, TAS 201, TAS 202,
TAS 203 ASTM E331 ASTM E283 - Warnock Hersey Intertek Label Number W/N 20541
Window Frame Sidelight Frame - +/104 psf (+/- 291 psf Static Pressure) ASTM E330, ASTM E1886/ E1996, TAS
201, TAS 202, TAS 203 ASTM E331 ASTM E283 - Warnock Hersey Intertek Label Number W/N 20541

264 Stapleton Road, Cornelia, GA 30531

Habersham Metal Products Co.
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Telephone: 706-778-2212




