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PROJECT:-                              1. THESE DIMENSIONS ARE NOT TO BE USED TO

PRE-MORTISE DOORS, ORDER GLASS OR OTHER
MATERIALS TO BE USED WITH THESE OPENINGS.

NOTES:
2. THESE DRAWINGS HAVE BEEN PREPARED FOR THE USE OF HABERSHAM
METAL PRODUCTS COMPANY ONLY. WE WILL NOT BE RESPONSIBLE FOR
ANY ERRORS INCURRED THROUGH THEIR USE BY OTHER TRADES.

LOCATION:

SHOWN WITH HATCH MOUNTED
 TO CONCRETE CURB.

(CURB BY OTHERS)

1/2" Hilti Anchor Bolt (12X)

Adjustable Door Stops (12X)

Hinge Pin Retainers (4X)

Gas_Springs (2X)

Adam Rite MS1850 with Tumb Turn Forced Entry Locks (2X)

Pull Snap Latch

NOTES:
 
1)  ALL FABRICATED COMPONENTS COATED WITH HOT-DIPPED GALVANIZING AND FINISH PAINT.
2)  PRIMER - SHERWIN WILLIAMS MACROPOXY 646 (ADVISE COLOR FROM INCLUDED COLOR CHART).
3)  ALL MATERIALS ARE .25" HOT ROLLED UNLESS OTHERWISE NOTED IN THIS DRAWING SET.

FEBR 60 MINUTE ROOF HATCH



SECTION A-A
SCALE 0.07 : 1

SECTION B-B
SCALE 0.07 : 1
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NOTES:
 
1)  ONE HATCH OPENING WIDTH SHOWN IN ACCORDANCE WITH PROJECT REQUIREMENTS.
2)  HABERSHAM WILL PROVIDE ONE HATCH -- 800 MM X 800 MM CLEAR OPENING.
3)  PLEASE FIELD VERIFY CURB THICKNESS AS SHOWN AND CURB OUTSIDE DIMENSIONS.




