
 

              
 
 
 
 
 
 
 
                       
 
 

UMACO FINISH-COAT 
 

Umaco Finish-Coat is a 100%         
acrylic-based, aggregate textured,    
synthetic stucco designed to be applied 
by trowel over a variety of properly   
prepared substrates including concrete, 
masonry, cement board, plywood 
sheathing and expanded polystyrene 
insulation board (EPS Board).          
Finish-Coat is ready to use and is     
available in a wide variety of colors. 
Below is a list of some of the other  ad-
vantages that Finish-Coat has to offer. 
 

� Available in a wide variety of colors 
and textures 

� Ready to use, no additives          
necessary 

� Uniform color and texture are easily 
achieved with just one coat 

� May be applied over a variety of 
properly prepared vertical surfaces 

� Weather resistant 
� Mildew resistant 
� Attractive appearance 
 
SURFACE PREPARATION 
When applying Finish-Coat, the surface 
it is being applied to must be structurally 
sound, clean,  smooth and level. Since 
Finish-Coat is applied in such a thin 
coat, any imperfections or unevenness 
in the substrate will show through the 
Finish-Coat. 
Concrete and Masonry 
� Before Finish-Coat is applied over 

concrete or masonry, a basecoat of 
Umaco Universal 1023 must first be 
applied in order to provide a smooth 
and level surface.  

� Remove all dirt, dust, spalling or 
loose concrete, oil, grease, wax, 
mildew, efflorescence, curing       
compounds, form release agents, 
paint or any other foreign material 
which might effect the bond.  

� If after cleaning, the surface is ex-
tremely dusty, porous or if there is 
any question of bonding prime the 

area with Bond All Exterior. 
� Uneven or pitted concrete and     

masonry joints must be struck flush 
with Umaco Universal 1023. 

� If the surface is hot or dry or if the 
application is made on a windy day, 
uniformly dampen the surface with 
clean water.  

� Then apply a thin coat of Universal 
1023 (See MIXING below) over the 
entire area within the  control joints or 
within the area being worked, firmly 
pressing the material into all voids 
and pores. 

� Immediately double back and  apply 
a second coat to produce a smooth 
and level surface at a minimum of 
1/8” to a maximum 1/2”. 

� Finish the entire panel or work area 
in one application with no overlaps or 
cold joints. 

� After the material firms, additional 
coats of Universal 1023 may be   
applied to obtain the desired       
thickness. 

� When Universal 1023 sets and will 
not lift, finish to a smooth and level 
texture. 

� Approximate coverage of Universal 
1023 when applied at 1/8” is 50 
square feet per 50 lb bag. 

� Approximate coverage of Universal 
1023 when applied at ¼” is 25 
square feet per 50 lb bag. 

� Universal 1023 must cure for a    
minimum of at least 24 hours before 
applying Finish-Coat. 

Cement Board 
� Install weep screed over plywood 

sheathing. 
· Plywood sheathing (which cement 

board will be applied over) should 
then be covered with two layers of 
water resistant building material in 
order to reduce the possibility of wa-
ter contacting the sheathing.  

· Make sure that the water resistant 
building material overlaps the nailing 
flange of the weep screed. 

� Control joints and casing beads 
should then be attached to the     
plywood sheathing before installing 
the cement board.   

� Cement board must then be     
properly fastened. Follow cement 
board manufacturer’s instructions 
regarding proper installation. Make 
sure that the cement board overlaps 
the nailing flange of the weep screed. 
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� Recess heads of fasteners a        
minimum of 1/8” then strike flush with 
Umaco Universal 1023. 

� Install corner beads. 
� Make sure that cement board is 

clean and free of dust then prime 
with Bond All Exterior. 

� Next, apply a basecoat of fiberglass 
reinforced mesh fabric (embedded in 
Umaco Universal 1023) over the 
entire area of cement board. 

� Cut the mesh fabric into pieces that 
are manageable. 

� For light-weight to medium fabric, 
allow for a 2” overlap. 

� Apply a minimum of a 1/16” coat of 
Universal 1023 (see MIXING below) 
to the cement board then trowel in 
the fabric mesh using a stainless 
steel trowel. 

� An alternative method would be to 
sandwich the mesh between two 
1/32” coats of Universal 1023. 

� Avoid trowel marks and ridges. 
� Be certain that no wrinkles or mesh 

fabric are visible through the        
Universal 1023. 

� If mesh pattern is visible, skim the 
area with a light coat of Universal 
1023. 

� Wait a minimum of 24 hours before 
applying Umaco Finish-Coat. 

� Approximate coverage of Universal 
1023 when applied over cement 
board/mesh fabric is 60 square feet 
per 50 lb bag.   

Plywood Sheathing (Exterior-Grade) 
� All wood sheathing (and studs) 

should be the proper grade and 
moisture content (typically below 
20%) for construction in order to 
prevent unnecessary cracks. 

� A 1/8” space should be provided 
between the edges of adjacent 
sheathing panels to allow for       
expansion. 

� Install weep screed over plywood 
sheathing. 

� Sheathing should then be covered 
with two layers of a water resistant 
building material to reduce the     
possibility of water contacting the 
sheathing. Make sure that the water 
resistant building material overlaps 
the nailing flange of the weep 
screed. 

� Install control joints, casing beads 
and corner beads. 

� Self-furring, galvanized, expanded 
metal lath (diamond mesh) should 
then be installed with the long  di-
mensions across the supports. 

� Securely fasten the metal lath 
through the sheathing to the wood  
or metal studs of the frame using 
washer head screws spaced at 6” on 
center. 

� Adjoin metal lath with 3” overlap at 
sides and 3” overlap at lath ends 
over studs. 

� Stagger end laps in succeeding 
courses. 

� It is very important that the metal lath 
stops at each side of a control joint 
and never continues unbroken be-
hind them. 

� For typical 16 inch on center framing, 
metal lath should weigh not less than 
2.5 lb per square yard for vertical 
surfaces and not less than 3.4 lb per 
square yard for horizontal surfaces 
(ceilings). 

� Once metal lath and control joints 
have been properly installed, apply a 
thin coat of Umaco Universal 1023 
(see MIXING below) with a steel 
trowel over the entire area within the 
expansion joints or within the area 
being worked, firmly pressing the 
material while completely encasing 
the metal lath. 

� Immediately double back and  apply 
a second coat to produce a smooth 
and level surface at  approximately 
¼”.  

� Finish the entire panel or work area 
in one application with no overlaps or 
cold joints. 

� After material firms, additional coats 
of Universal 1023 may be applied to 
obtain the desired thickness. 

� Approximate coverage of Universal 
1023 (over metal lath) when applied 
at ¼” is approximately 15 square feet 
per 50 lb bag.  

� Universal 1023 should cure at     
least 24 hours before applying     
Finish-Coat. 

 
 
 

MIXING 
Finish-Coat 
� Mix Finish-Coat to obtain a uniform 

consistency using a Jiffy mixer         
at 400-500 rpm avoiding air          
entrainment. 

� No materials of any kind such as 
Portland cement, rapid binders,      
anti-freeze, accelerators, filler or 
pigments shall be added under any 
circumstance. 

Universal 1023 
� Using a clean container or mortar 

mixer, add 4-1/2 quarts of water. 
� Slowly add one 50 lb bag of         

Universal 1023 and mix to a mortar 
like consistency for approximately 
three  to four minutes or until entirely   
blended. 

� Allow mixture to soak, remix and 
then apply. 

� Mix only as much material that can 
be applied within approximately      
15-20 minutes. 

� Universal 1023 Retarder may be 
added for more working time. 

 
FINISH-COAT APPLICATION 
Avoid application in direct sunlight.  
Protect installed product from rain, 
freezing and continuous high humidity 
until completely dry. 
Trowel 
Apply Finish-Coat directly to properly 
prepared surface using a clean,       
stainless steel or plastic trowel.   
Apply Finish-Coat slightly thicker than 
the largest aggregate size then work the 
material down to a uniform thickness no 
greater than the largest aggregate size.   
Texture Finish-Coat as desired.  
Wipe trowel frequently and apply  
moderate pressure with consistent and 
appropriate motion to obtain desired 
texture. Always maintain a wet edge 
and work to corners and joints to avoid 
cold joints. Keep container closed when 
not in use. Please note Finish-Coat 
Smooth requires two coats. 
Spray 
Finish-Coat can be applied with a  
gravity-feed sprayer, texture spray 
pump machine or other appropriate 
equipment. To ensure full coverage of 
the surface, apply in an even coat.  
Apply coating continuously, maintain a   
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wet edge to eliminate cold joints. Work 
Finish-Coat to corners and joints. 
 

COVERAGE 
Coverages per each 68.5 lb. pail  
may vary depending on application 
technique and surface conditions. 
 

Smooth………………………..200-300 ft² 
Fine……………………………130-145 ft² 
Coarse...……………………….85-100 ft² 
Swirl…………………………..130-145 ft² 
 
CAULKING 
After Finish-Coat has been applied and 
allowed dry, apply sealant to control 
joints, around doors, windows and   
fixtures/pipes. 
 

CURING 
Finish-Coat dries within  
24-72 hours under normal conditions 
(70°F, 50% RH). Drying time varies  
with temperature, humidity and surface 
conditions.   
 

ELASTOFLEX TOPCOAT 
� Finish-Coat may be top coated with 

Umaco Elastoflex, a breathable    
elastomeric coating which in part 
bridges hair line cracks and will 
stretch and move with expansion and 
contraction of the substrate.  

� Elastoflex is available in a wide 
range of colors. 

 

PRECAUTIONS   
· For industrial use only 
· Surface and ambient temperatures 

must be above 40 °and below 100°F 
during application and drying period.  

· Store Finish-Coat in its original    
container at temperatures not less 
than 40°F or greater than 90°F 

· Do not allow Finish-Coat to freeze 
· Finish-Coat which has been exposed 

to temperatures over 90°F for even 
short periods may exhibit skinning, 
increased viscosity and should be 
inspected prior to use 

· Temporary protection should be 
provided at all times until the base 
coat, finish and permanent flashings, 
sealants, etc. are completed to   

protect the wall from weather and 
other damage 

· Do not use on wet or damp surfaces 
· Do not apply Finish-Coat on       

weather- exposed horizontal or    
below grade surfaces or where    
immersion in water may occur 

 
DISCLAIMER 
All guidelines, recommendations,   
statements and technical data          
contained herein are based on         
information we believe to be reliable 
and correct, but accuracy and          
completeness of said recommendations 
are not guaranteed and are not to be 
construed as a warranty, either        
expressed or implied. It is the users 
responsibility to satisfy himself, by his 
own information and test, to determine 
suitability of the product for his own 
intended use, application and job     
situation and user assumes all risk and 
liability resulting from his use of the 
product. Neither seller or manufacturer 
shall be liable to the buyer or any third 
person for any injury, loss or damage 
directly or indirectly resulting from use 
of, or inability to use, these products.  
Recommendations or statements, 
whether in writing or oral, other than 
those contained herein shall not be 
binding upon the manufacturer, unless 
in writing and signed by a corporate 
officer of the manufacturer. Technical 
and application information is provided 
for the purpose of establishing a general 
profile of the material and proper      
application procedures. Field visits by 
Umaco personnel are for the purpose of 
making technical recommendation only 
and are not to supervise or provide 
quality control on the job site. 
 
For technical assistance call  
978-453-8881. 
 

www.umaco.com 
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Umaco, Inc. 
60 Rear Newhall Street 

Lowell, MA 01852  

  

Toll Free: 800-442-5535 
Phone: 978-453-8881 

Fax: 978-453-2416 
www.umaco.com 


